ARCTIC CAT ATV CLUTCH KIT INSTRUCTIONS ~‘-\\
TEAM.
-

Installation of performance parts requires good mechanical ability and a complete understanding of the entire
machine. The instructions we provide are guidelines only and will not thoroughly explain how to set up a
racing vehicle. Claims of performance gains, durability, etc. are based on the experience of TEAM Industries
and others and do not constitute a guarantee of similar performance in every application. We believe that the
contents and specifications within this set of instructions are correct. We assume no liability for any errors in
model applications. We reserve the right to change specifications, product descriptions, product quality and
application at any time without notice.

Kits designed for stock motor and stock exhaust)

Make sure your current clutches are free of fatigue, cracks, wear, etc. TEAM clutch components are produced
with high quality materials and a controlled procedure. Never alter TEAM Industries clutch components.

This Product is NOT to be installed on any all terrain vehicle that will be used by anyone under the age of 6.
COMPONENTS INCLUDE: (components vary by model)

* 4 Billet Clutch Flyweights
* 2 Primary Springs
* Secondary Spring

RECOMMENDED TOOLS FOR INSTALLATION OF CLUTCH KIT

* Snap Ring Pliers

* {0mm, 19mm and 27mm Sockets
* 10mm Wrench

* Torque Wrench

'/ Impact Recommended

ADDITIONAL RECOMMENDED TEAM TOOLS

* Clutch Puller (Part #352251)
* Clutch Compression Tool (Part # 930001)

*BEFORE YOU BEGIN: VERIFY THAT YOU HAVE PURCHASED THE CORRECT TEAM CLUTCH KIT
PART NUMBER. See back page for model information.
I. Remove KEY and the seat on the ATV.

2. Remove clutch cover bolts (10mm socket) and take off the cover. Carefully place the clutch cover where
the seat would be. (Make sure not to unplug the wires from electric actuator.)
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3. Remove the primary LEFT threaded clutch bolt (I9mm socket). Insert clutch puller (TEAM Pare # 352251)
by hand (the clutch puller is RIGHT threaded) and lighten until clutch is removed from the shaft. Loosen
the secondary clutch nut (27mm socket) and remove both clutches at the same time. When taking off the
secondary clutch, make sure the 4 roller pins are inside the center shaft of the secondary clutch.

I — e

4. Disable the primary clutch by removing the 8 bolts on the cover plate (I0mm socket) and remove the

spring. The arrows on the clutch are alignment marks for reassembly. There is a mark on the cover plate and
spider. Remove the weight pins using |0mm socket and wrench. Install the 4TEAM weights. Make sure tip of
weight is hitting the inside ledge of the clutch. Slide pins into weights and tighten nuts. Install the recommended
red spring with the gold stripe. For less engagement use the red spring with the silver and purple stripe.
Reinstall the cover.

5. Using the TEAM compression tool (Part # 930001) compress the secondary clutch to compress the spring
enough to take the snap ring off. Remove the snap ring, spring and both of the spring collars. If one of the
rollers falls out, remove the bottom spring retainer and open the clutch about halfway. Using your fingers

or pliers, place the roller (small end first) in the open slot and push in. If rollers won’t stay in, apply a small
amount of grease to each roller to hold them in place. Close the clutch and install the TEAM secondary spring.
Make sure the spring and the snap ring are seated in both of the spring collars. Using the TEAM compression
tool (Part # 930001) compress the spring and retainer and install the snap ring.

6. Install belt on both clutches, making sure belt arrow is in the right direction, pointed toward the front of
the vehicle. Install clutches on the ATV at the same time. Torque the primary clutch bolt to 69 ft/lbs. Torque
secondary clutch nut to 69 ft/lbs.
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7. Check belt deflection. It should be 22-27rnm (.87-1.06"}, Using a straight edge on top of belt, push down
on belt and use a ruler to measure the deflection. Secondary clutch shims are available from your Artic Cat

dealer. Refer to your service manual if change is needed.
87 - 1.06 inches

\.\
"

8. Make sure the sensor switch inside the clutch cover is in the ON position. Install the clutch cover carefully
to get a good seal. Reinstall rear vent tube.

9. Reread these instructions if you encounter problems.

NOTICE: TO PREVENT BELT FAILURE USE LOW RANGE WHEN TOWING OR RUNNING
IN DEEP MUD WITH OVERSIZED TIRES.

10. If updates occur on this clutch kit, they will be supplied to you.

Part No. Description Elevation

0203-2406
02632407
10203-2408

‘O 3000 FT

0203-2409

0203-2410 3000-6000 FT 199,95
0203-2411 0—3000 FT $1 99. 95
0203-2413 3000-6000 F1 31999
0203-2415 0-3000 FT $1 99 95
0203-2417  Prowler 65 . 3000-6000 | 9.951
0203-2420 700 EFl Auto $1 99.95
0203-2421  700EFiAute $199.95
Big Wheel

0203-2400  2003-2006 03 .
0203-2401 2003-2007 400 | Auto 3000 6000 FT $129. 95
0203-2402  2004-2007 5001 Auto TRX/TBX  0-3000FT . si2995
0203-2403 2004-2007 500 | Auto TRX/TBX 3000-6000 FT $129.95
0203-2404 . 2004-2005 650 Vetwin Auto’ o _0-3000 FT: . %19995
0203-2405 2004-2005 650 V-twin Auto 3000 6000 FT $1 99 95
0203-2412  2006-2007  650HiAume _ 3000 FT . $19995
0203-2414 2006—2007 650 H1 Auto v 3000 6000 FT ] $199.95
0203-2416 . 2007 . P ., . 0-3000FT $199.95
0203-2418 2007 Prowler 650 Auto 3000-6000 FT

02032422 2007 = 700EFtAutes - 0-3000FT. Rev 6-2007

0203-2423 2007 700 EF Auto 3000-6000 FT $199.95 # 980214



ARCTIC CAT ATV CLUTCH KIT INSTRUCTIONS

Kits designed for stock motor and stock exhaust

Installation of performance parts requires good mechanical ability and a complete understanding of the entire
machine. The instructions we provide are guidelines only and will not thoroughly explain how to set up a
racing vehicle. Claims of performance gains, durability, etc. are based on the experience of TEAM Industries
and others and do not constitute a guarantee of similar performance in every application. We believe that
the contents and specifications in this sec of instructions are correct. We assume no liability for any errors in
model applications. We reserve the right to change specifications, product descriptions, product quality and
application at any time without notice.

Make sure your current clutches are free of fatigue, cracks, wear. etc. TEAM clutch components are produced
with high quality materials and a controlied procedure. Never alter TEAM Industries clutch components.

This Product is NOT to be installed on any all terrain vehicle that will be used by anyone under the age of 6.
COMPONENTS INCLUDE: (components vary by model)

* 8 Primary Rollers
* 5 Primary Clutch Extension Springs
* | Secondary Spring

RECOMMENDED TOOLS FOR INSTALLATION OF CLUTCH KIT

* Phillips screwdriver
* Small regular screwdriver

* Needle nose pliers

* 8mm, 24mm, and 32mm deep sockets
* |Omm wrench

* Torque wrench

* '/2* Impact wrench Recommended

ADDITIONAL RECOMMENDED TEAM TOOLS
* Clutch Compression Tool (Part # 930001)

*BEFORE YOU BEGIN: VERIFY THAT YOU HAVE PURCHASED THE CORRECT TEAM CLUTCH KIT
PART NUMBER. See back page for model information.

I. Remove KEY from ignition. Remove the seat, body panel and foot rest on the side of the ATV.

2. Remove clutch cover bolts (8mm socket) and loosen the air box snorkel. Take off the cover.
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